
 

 

Other sizes could be provided upon request 

Thickness tolerence (+/- 0,05 mm); Width tolerence (+10mm;-0mm) 

(X): test proceeded in the width axis 

(Y): test proceeded in the length axis  

Physical 

Properties 

Test method Unit 0,3 mm 0,3 mm  0,5 mm 0,5 mm 0,8 mm 0, 8 mm 1 mm 1 mm 

Reference - - REF425 REF690 REF425 REF690 REF425 REF690 REF425 REF690 

Width - mm 1400 1400 1400 1400 1400 1400 1400 1400 

Length - M 65 65 40 40 25 25 20 20 

Hand - - 3S 3S 3S 3S 3S 3S 3S 3S 

Weight / roll - kg 34 34 35 36 35 36 35 36 

Weigth / m2 - gr / m2 372 390 620 650 992 1040 1240 1300 

Weight / m - gr / m 520 546 858 910 1390 1460 1736 1820 

Finish - - SUPER DOUBLE POLISHED 

Color - - CRYSTAL CLEAR 

UV Stabilized - - YES YES YES YES YES YES YES YES 

Fire Retardant NF P92-507  

DIN 4102-1 

- - - - M2 

B1 

- M2 

B1 

- M2 

B1 

Low-temperature 

brittleness 

ASTM D746 °C -40 -25 -40 -10 -35 -8 -30 -7 

Tear Resistance ASTM 

D1004-13 

N 21,2(X) 

19,8 (Y) 

19,3 (X) 

17,2 (Y) 

34,2 (X) 

32,2 (Y) 

313 (X) 

29,1 (Y) 

58,5 (X) 

56,3 (Y) 

52,4 (X) 

51,5 (Y) 

69,5 (X) 

66,7 (Y) 

67,2 (X) 

64,9 (Y) 

Tensile Strength ISO 527-

1:2012 

ISO527-

3:2001 

MPa 25,6 (X) 

29,3 (Y) 

23,2 (X) 

28,7 (Y) 

23,7 (X) 

25,3 (Y) 

21,0 (X) 

22,4 (Y) 

24,2 (X) 

27,4 (Y) 

21,6 (X) 

23,4 (Y) 

20,5 (X) 

25,5 (Y) 

18,4 (X) 

22,7 (Y) 

Elongation at 

break 

ISO 527-

1:2012 

ISO 527-

3:2001 

% 350 (X) 

320 (X) 

340 (X) 

310 (Y) 

360 (X) 

310 (Y) 

350 (X) 

300 (Y) 

370 (X) 

350 (Y) 

350 (X) 

300 (Y) 

380 (X) 

420 (Y) 

370 (X) 

310 (Y) 

Heat shrinkage 

(80°C 10min) 

DIN 

53377:2007 

% 0,7 (X) 

-2,2 (Y) 

0,9 (X) 

-2,7 (Y) 

0,6 (X) 

-2,9 (Y) 

0,9 (X) 

-3,2 (Y) 

1.0 (X) 

-2,8 (Y) 

1,0 (X) 

-3,1 (Y) 

0,9 (X) 

-2,9 (Y) 

1,1 (X) 

-3,1 (Y) 


